	Specific risk assessment: Guided type fall arresters including a rigid anchor line 
	Rev. 01

	Manufacturer:
	
	Page 1 of 1
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	Hazard list
	Risk description
	Risk

exists
	Justification for non existing risk
	Measures taken to eliminate the risk

	
	
	yes 
	no
	
	

	A
	Risks during intended ascending/descending
	fall back
	
	
	
	

	
	
	guided type fall arrester (gtfa) can become detached unintentionally
	
	
	
	

	
	
	wrong orientation of the rigid anchor line
	
	
	
	

	
	
	wrong positioning or lack of end stops
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	B
	Risks during foreseeable use 
	increasing the distance between the anchor line and the centre of gravity of the user 
	
	
	
	

	
	
	using a wrong attachment point on the harness 

(attachment point for work positioning)
	
	
	
	

	
	
	posture of the user above the gtfa 
	
	
	
	

	
	
	using a wrong harness 

(waist belt/ full body harness with elastic webbing)
	
	
	
	

	
	
	sideway use, sideway fall, guided sideway fall
	
	
	
	

	
	
	influence of the gtfa during manual operation 
	
	
	
	

	
	
	storage, cleaning, maintenance, examination
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	


